






















Rockcote Integra Cavity
Plus Render System
(Refer RenderSpec Document)

Rockcote Reinforcing Mesh



All Control Joint spacings and setouts
are the responsibility of the Designer,
for suggested locations refer to
Rockcote TradeSpec™ Document 1.4

Please note that there should be
no fixings into the floor joists, the
substrate should be left floating
over this point.

Typical Floor Joist
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Rockcote Integra Cavity
Plus Render System
(Refer RenderSpec Document)

Rockcote Reinforcing Mesh
(Refer TradeSpec™ Document 4.3)

Rockcote Slip Joint
Flashing
(Refer TradeSpec™ Document 3.1)

Building wrap
(Refer TradeSpec™ Document 1.1)

Vertical Styrene Batten
supplied and installed by

the applicator
(Refer TradeSpec™ Document 2.5)
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MS Sealant is Optional
(Refer TradeSpec™ Document 3.4)

Integra Panel
(Refer TradeSpec™ Document 2.7)

Integra Fastener
(Refer TradeSpec™ Document 2.7)

 Scale

 Sheet

 Date

 Drawing Name

CONFIDENTIALITY: No part of this publication may be
reproduced or transmitted other than the intended use by

Rockcote Resene Ltd without written consent from the
author.

System

Substrate

Integra Cavity Plus Render System

Integra Panel
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11Control Joint - Horizontal
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Rockcote Integra Cavity
Plus Render System
(Refer RenderSpec Document)

Rockcote Reinforcing Mesh
(Refer TradeSpec™ Document 4.3)

Building wrap
continues over top of
parapet
(Refer TradeSpec™ Document 1.1)

Continuous Styrene
Batten supplied and
installed by the applicator
(Refer TradeSpec™ Document 2.5)
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All Parapets to be wrapped
using EIFS Tape. This is to
be carried a minimum of
50mm down either side of
the parapet over the base
render coat

Parapet Capping
supplied and installed
by the main contractor
to be fixed through
sides
(Refer TradeSpec™ Document 3.2)

Integra Panel
(Refer TradeSpec™ Document 2.7)

Integra Fastener
(Refer TradeSpec™ Document 2.7)

x

Parapet capping (shown as x) Refer to
NZBC E2/AS1 Table 7, 50mm in Low,
Medium, High wind zones. 70mm in
Very High wind zones.

5 degrees minimum

Vertical Styrene Batten
supplied and installed by
the applicator (Refer TradeSpec™

Document 2.5)
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13Metal Parapet Capping
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INSULATED MASONRY 
SYSTEM

Insulating System 
over Solid filled

Masonry


